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Handheld Digital Tire Pressure Gage
±1 psi Accuracy, Handheld Design

The Model  HTG-01 Handheld Digital Tire Gage reads tire pressure quickly and
accurately to help improve fuel economy and increase tire life. Its lightweight, handheld
design makes it portable and user friendly with its one button operation. A backlit 1/4˝
LCD display and illuminated tip ensures easy visibility in low light. The Series HTG also
displays three different units of psi, bar and kPa with the push of a button.  

FEATURES

• Rubberized grip

• Rugged design

• One button operation

• Reads pressure in psi, bar and kPa 

SPECIFICATIONS

Service: Compatible gases.

Wetted Materials: ABS plastic; Rubber o-ring; Silicon.

Housing Material: ABS plastic.

Accuracy: ±1% FS.

Pressure Range: 2 to 100 psi (0.15 to 6.90 bar).

Enclosure Rating: IP10.

Temperature Limits: 32 to 104°F (0 to 40°C).

Process Connection: Tire valve stem or equivalent.

Display: 3-1/2 digit, 1/4˝ backlit LCD.

Shutoff: 90 seconds.

Power Requirements: (4) 1.5 V LR44 alkaline batteries, installed functional, non-

replaceable.

Battery Life: 2000 hours.

Weight: 0.10 lb (0.05 kg).
Model

HTG-01

Model

HTG

Range, psig

2 to 100

Bar

0.15 to 6.9

4-21/64
[110.07]

HTG-01

1-49/64
[44.97]

31/32
[24.52]

Pressure Ranges

Digital Tire Pressure Gage
±1 psi Accuracy, Durable

The Model DTG-01 Digital Tire Gage reads tire pressure quickly and accurately to
help improve fuel economy and increase tire life. With ±1% FS accuracy, the DTG reads
psi, bar and kPa with the ease of one-button operation. A protective rubber casing stands
up against rough handling and short drops. 

SPECIFICATIONS

Service: Compatible gases.

Wetted Materials: Nickel plated brass; Rubber o-ring; Silicon.

Housing Material: ABS plastic; Silicon rubber boot.

Accuracy: ±1% FS.

Pressure Range: 2 to 100 psi (0.15 to 6.90 bar).

Enclosure Rating: IP10.

Temperature Limits: 0 to 100°F (-17.8 to 37.8°C).

Process Connection: Tire valve stem or equivalent.

Display: 3-1/2 digit, 1/4˝ LCD.

Shutoff: 90 seconds.

Power Requirements: (1) 3 V CR2032 Lithium metal battery, installed functional,

user replaceable.

Battery Life: 2000 hours.

Weight: 0.25 lb (0.11 kg).

Model

DTG-01

Model

DTG

Range, psig

0 to 100

Bar

6.9

Ø2-19/64
[58.42]

3-47/64
[95.05]

1-21/64
[33.69]

Pressure Ranges

kPa

15 to 690

kPa

690

080_Layout 1  7/8/14  4:27 PM  Page 80


