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Series

PME Panel Meter Enclosures
For 1/8 DIN Meters

Low-Cost Plastic Enclosure

Plastic Enclosures

Plastic Enclosures

Stainless Steel Enclosures

Steel Enclosures

Note: Make sure panel meter dimensions fit enclosure size.

Low-Cost Plastic Enclosure

Plastic Enclosures

Plastic Enclosures

Stainless Steel Enclosures

Steel Enclosures

SPECIFICATIONS
Material: Thermoplastic polyester.
Ratings: NEMA 4X (IP66).
Dimensions: 5.9 in x 7.9 in x 6.3 in (150 mm x
200 mm x 160 mm).
Weight: 1.75 lb (0.79 kg).

SPECIFICATIONS
Material: Thermoset polyester.
Ratings: NEMA 4X (IP66).
Dimensions: PME-11: 8.8 in x 6.7 in x 4.3 in (224
mm x 170 mm x 110 mm); PME-12, -13: 11.8 in x
7.9 in x 7.0 in (300 mm x 201 mm x 178 mm).
Weight: PME-11: 1.45 lb (0.66 kg); PME-12, -13:
3.15 lb (1.43 kg).

SPECIFICATIONS
Material: Thermoplastic.
Ratings: NEMA 4X (IP66).
Dimensions: PME-21: 7.7 in x 6.4 in x 5.1 in (196
mm x 163 mm x 130 mm); PME-22: 9.7 in x 6.4 in x
5.1 in (246 mm x 163 mm x 130 mm); PME-23: 11.7
in x 8.4 in x 5.1 in (297 mm x 213 mm x 130 mm).
Weight: PME-21: 1.60 lb (0.70 kg); PME-22: 2.20 lb
(1.00 kg); PME-23: 3.00 lb (1.40 kg).

SPECIFICATIONS
Material: 304 SS.
Ratings: NEMA 4X (IP66).
Dimensions: PME-31: 7.5 in x 6.9 in x 4.0 in (191
mm x 176 mm x 102 mm); PME-32: 9.5 in x 6.9 in x
3.5 in (241 mm x 176 mm x 89 mm); PME-33: 11.5 in
x 8.9 in x 4.0 in (292 mm x 227 mm x 102 mm).
Weight: PME-31: 3.80 lb (1.70 kg); PME-32: 5.10 lb
(2.30 kg); PME-33: 7.90 lb (3.60 kg).

SPECIFICATIONS
Material: Steel.
Ratings: NEMA 4X (IP66).
Dimensions: PME-41: 7.5 in x 6.9 in x 4.0 in (191
mm x 176 mm x 102 mm); PME-42: 9.5 in x 6.9 in x
3.5 in (241 mm x 176 mm x 89 mm); PME-43: 11.5 in
x 8.9 in x 4.0 in (292 mm x 227 mm x 102 mm).
Weight: PME-41: 3.80 lb (1.70 kg); PME-42: 5.10 lb
(2.30 kg); PME-43: 7.90 lb (3.60 kg).

SPECIFICATIONS
Material: Thermoplastic polyester.
Ratings: NEMA 4X (IP66).
Dimensions: 5.9 in x 7.9 in x 6.3 in (150 mm x
200 mm x 160 mm).
Weight: 1.75 lb (0.79 kg).

SPECIFICATIONS
Material: Thermoset polyester.
Ratings: NEMA 4X (IP66).
Dimensions: 15.8 in x 11.8 in x 7.0 in (400 mm x
300 mm x 178 mm).
Weight: 5.50 lb (2.49 kg).

SPECIFICATIONS
Material: Thermoplastic.
Ratings: NEMA 4X (IP66).
Dimensions: 13.7 in x 12.4 in x 7.1 in (348 mm x
315 mm x 181 mm).
Weight: 5.00 lb (2.30 kg).

SPECIFICATIONS
Material: 304 SS.
Ratings: NEMA 4X (IP66).
Dimensions: 13.5 in x 12.9 in x 6.0 in (343 mm x
329 mm x 152 mm).
Weight: 13.90 lb (6.30 kg).

SPECIFICATIONS
Material: Steel.
Ratings: NEMA 4X (IP66).
Dimensions: 13.5 in x 12.9 in x 6.0 in (343 mm x
329 mm x 152 mm).
Weight: 13.90 lb (6.30 kg).

PME-01, For 1 Meter

PME-11, For 1 Meter
PME-12, For 2 Meters
PME-13, For 3 Meters

PME-21, For 1 Meter
PME-22, For 2 Meters
PME-23, For 3 Meters

PME-31, For 1 Meter
PME-32, For 2 Meters
PME-33, For 3 Meters

PME-41, For 1 Meter
PME-42, For 2 Meters
PME-43, For 3 Meters

PME-02, For 2 Meter

PME-14, For 4 Meter
PME-15, For 5 Meters
PME-16, For 6 Meters

PME-24, For 4 Meter
PME-25, For 5 Meters
PME-26, For 6 Meters

PME-34, For 4 Meter
PME-35, For 5 Meters
PME-36, For 6 Meters

PME-44, For 4 Meter
PME-45, For 5 Meters
PME-46, For 6 Meters
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