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Portable Wind Meter

Ideal for yachtsmen, outdoorsmen, farmers, etc. A welcome gift. Use anywhere. Direct
reading, no calculations. Hold meter at eye level, back of unit to wind. White ball in tube
indicates wind speed. Meter has two scales for max accuracy and easy reading — low, 2 to
10 and high, 4 to 66 mph range. For high range, cover hole with finger. Pocket size, sturdy
plastic, has case.  

Hold this way 

for low scale reading.

Note: Standard discounts do not apply to the Windmeter. Sporting goods dealers

and distributors: Contact factory for quantity discounts.

For high scale reading, finger

covers hole.
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Vane Thermo-Anemometer
Measures Air Volume, Air Velocity, and Temperature

Model
8901

Model 8901 Vane Thermo-Anemometer is ideal for balancing air conditioning and
heating ducts or checking the operation of fans and blowers. Model 8901 measures air volume
in cubic feet per minute and cubic centimeters per second, as well as air velocity in ft/min, m/s,
knots, km/hr and mph with ±2% accuracy. The multifunction LCD can simultaneously display
air velocity and temperature or air flow and temperature in selectable units. Built-in
temperature sensor provides measurements with an accuracy of ±2 with the capability to
display the results in °F/°C. Model 8901 can either store measurements or transfer the data to
a PC via RS-232 communication. Additional features include data hold, as well as the ability to
record minimum, maximum and average readings. These units also feature a detachable probe
for easy replacement, if necessary. Model 8901 includes battery, carrying case and instruction
manual.

SPECIFICATIONS

AIR VELOCITY

Range: 80 to 6900 ft/min (0.4 to 35

m/s).

Accuracy: ±2% of reading or last

significant digit (whichever is greater).

Resolution: 1 ft/min (0.01 m/s).

Response Time: 1 second.

AIR VOLUME

Range: 9999 (CFM, m3/s).

Accuracy: ±2% of reading or last

significant digit (whichever is greater).

Resolution: 0.1 (0 to 999.9) or 1 (1000

to 9999).

Response Time: 1 second.

TEMPERATURE

Range: 14 to 122°F (-10 to 50°C).

Accuracy: ±1°F (±0.6°C).

Resolution: 0.1°F/°C.

Response Time: 60 seconds.

METER

LCD Size: 1-1/4 x 1-5/8˝ (37 x 42 mm).

Serial Communications: 2400 bps, 8

data bits.

Power Requirements: 9 V alkaline

battery, included, user replaceable.

Battery Life: 100 hours (approx.).

Vane Diameter: 2-7/8˝ (70 mm).

Weight: 6 oz (170 g).

Agency Approvals: CE.

ON/OFF MODE HOLD

MN/MX SEL/AVG

SET/SAVE

SEL/AVG + ON/OFF : Select unit
HOLD - °C,M/S ; SEL/AVG - °F,FPM
MN/MX  HOLD : To save
MODE   HOLD : Set area value
       SEL/AVG : Change to next digit
HOLD + ON/OFF  Disable auto power off

Master

8901

VELOCITY
FREE AREA,

VOLUME

NXT DGT
MULTI-P

REC
SINGLE-P
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Dimensions: 5/8˝ W X 6-3/4˝ H X 17/32˝ D.

Wind Meter-MPH, mph scale  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .$29.75

Wind Meter-KNOT, knots scale  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .29.75

Wind Meter-KPH, kph scale  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .29.75

Wind Meter-MPS, mps scale . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .29.75

A-376, Replacement floats for windmeter, tube of 3  . . . . . . . . . . . . . . . . . . . .11.75

Model 8901, Vane Thermo-Anemometer . . . . . . . . . . . . . . . . . . . . . . . .$129.00n

ACCESSORIES

A-550, Replacement Probe with Vane  . . . . . . . . . . . . . . . . . . . . . . . . . . .$36.25n

A-552, USB Cable and RS-232 Software  . . . . . . . . . . . . . . . . . . . . . . . . .38.50n

n Items are net priced and are not subject to any discount.
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